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REINFORCING STEEL

REINFORCING STEEL

EPOXY COATED

CLASS AA CONCRETE

BAR NO. SIZE TYPE LENGTH WEIGHT
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REINFORCING STEEL

REINFORCING STEEL

EPOXY COATED

CLASS AA CONCRETE

APPROACH SLAB AT EB #1

APPROACH SLAB AT EB #2
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FOR FLEXIBLE PAVEMENT

BRIDGE APPROACH SLAB

NORMAL TO END BENT
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SPLICE LENGTHS

OR PARAPET AND END POST.

THE JOINT SHALL BE SAWED PRIOR TO THE CASTING OF THE BARRIER RAIL 

BE PAVED. SEE ROADWAY PLANS.

DRAIN THE WATER AWAY FROM THE FILL FACE OF THE BRIDGE AND SHALL

AREA BETWEEN THE WINGWALL AND APPROACH SLAB SHALL BE GRADED TO 

ROADWAY PLANS.

GEOMEMBRANE, 4" � DRAINAGE PIPE, #78M STONE, AND SELECT MATERIAL, SEE 

FOR REINFORCED BRIDGE APPROACH FILL INCLUDING GEOTEXTILE, IMPERMEABLE

BRIDGE DECK.

APPROACH SLAB SHALL NOT BE CONSTRUCTED PRIOR TO COMPLETION OF THE 

WITH FOAM JOINT SEAL

REV.  10/1/11              MAA/GM

REV.  12/21/11            MAA/GM
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(BOTTOM OF SLAB, 2 BAR RUNS)

14-#4 A2 @ 1’-0" CTS.

(TOP OF SLAB, 2 BAR RUNS)

 14-#4 A1 @ 1’-0" CTS.

(BOTTOM OF SLAB, 2 BAR RUNS)

14-#4 A2 @ 1’-0" CTS.
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49°-15’-21"

STA. 17+05.53 -Y3-

W.P. #3

STA. 19+46.21 -Y3-

STA. 16+91.80 -Y3- 52°-00’-51"

STA. 19+32.53 -Y3-
52°-00’-51"

49°-15’-21"

*
 
*
 
8
" 

C
U

R
B

*
 
*
 
3
3
’-

4
" 

O
U

T
 

T
O
 

O
U

T

*
 
*
 
3
2
’-

0
" 

C
L

E
A

R
 

R
O

A
D

W
A

Y

*
 
*
 
1
6
’-

0
"

*
 
*
 
1
6
’-

0
"

*
 
*
 
8
" 

C
U

R
B

* * RADIAL DIMENSIONS

22.04 CU.YDS.

22.04 CU.YDS.

FOR ELASTOMERIC CONCRETE, SEE SPECIAL PROVISIONS.

BE 2’’.

THE NOMINAL UNCOMPRESSED SEAL WIDTH OF THE FOAM JOINT SEAL SHALL 

FOR FOAM JOINT SEALS, SEE SPECIAL PROVISIONS.
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